Soldering Tester

1 Tip temperature, leak voltage and ground resist-
ance of soldering ifons can be measured.

™ Soldering irons can be controlled based on the
MIL-HDBK-263B standard.

1 Soldering irons can be controlled based on the
IPC J-STD.

1 MAX HOLD function.

1 Leak voltage and ground resistance can be easi-
ly measured.

|| Packing List

Resolution ) Viodel Name | Gortents
Veasurement Range | 0-700 Soldering tester
Temperature F
Precison
50 o tanahow) ‘Conduction wire -
Sensor K (CA) ype themncouple HARKOECHIO1
Resoluon oV,
Voltage Measurement Range | 0 to 40mV (AC)
Precision #(5% of reading +1 digit)
Resoluion 012
Resitance Range | 010 400 1 Parts
Precision Tl readng +1 g
Lco 3 1/2 digits PartNo.
G oz [“sensorrtopes
Dispiay et [ —]
oD Sewnm TR || Optional Parts
00V-2.3W, 110V-2.5W, 120V-2.3W, LS
Power ConSUmplon | 1,0\, 1y ooz 4w, 240V-2.6W A1310 | Temperature probe/ Total length 1.2m
[ 2000W) x 50(H) X T20(D)mm Cr220 | Temperature probe/ Total length 1.1m
Weight Tk
Astient Tempermirs( 0 - 40°C, 20 - 90%RH (Non condensing)
Huity Range &
“Applicabl rated polluion degres 2
i) Condion (According to IECAUL61010-1)
“
300G, Tomassurs oher arsre, 1 a sppkaistaparaise e, Noatato .

et ncontact i the concusion pee.
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For measuring the temperature  For measuring the temperature
of solder in pots. of automatic solder machine.
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