VIDED PRODUCTS

MULTI-FORMAT PATTERN GENERATOR

LT 446

An extremely useful tool that fills the need for analog 3-wire
drive to HD and SD monitors and large screen displays, the
LT 446 operates in a wide range of raster formats and aspect
ratios, and is compact enough for field operations. Output
components are available in GBR or YPbPr form with tri-

KEY SPECIFICATIONS

Sixteen HD and SD Raster Formats (See Table Below)
GBR and YPbPr Analog Signal Outputs

Thirteen Test Patterns

Auto Pattern Switching

GBR and YPbPr On-Off plus Polarity Invert
Tri-Level Sync on all Three GBR/YPbPr Outputs
Composite Sync (Tri-Level) HD+VD Outputs

LCD Panel Shows Format, H+V Rates

Special Monoscope Test Pattern Includes Color Bars
Compact for Field Use on HD and SD Displays
RS-232C Remote Control

level sync on each feed. Patterns include a new monoscope,
color bars, dot, crosshatch (2), 100% flat white field (or 8
colors with on-off control of RGB), line sweep, 9/255-step
grayscale, and character field. Auto pattern switching may
be set up and remote control is available.

Effective Total Horizontal Vertical D Terminal Line
Format Reference Scanning Samples Aspect V Rate Frequency | Frequency 1 2 3
Format Nomenclature Standard Lines Per Line Ratio Field ~ Frame (kHz) (Hz) ) m
1 1920x1080/60i 274M 1080 1920 16:9 60 30 33.72 59.94 5 0 5
2 1920x1080/30p 274M 1080 1920 16:9 30 33.72 29.94 5 A2 5
3 1920x1080/24p 274M 1080 1920 16:9 24 26.97 2398 5 22 5
4 1280x720/60p 296M 720 1280 16:9 60 44.96 59.94 22 5 5
5 1280x720/30p 296M 720 1280 16:9 30 22.48 29.97 22 A2 5
6 1280x720/24p 296M 720 1280 16:9 24 17.98 23.98 22 22 5
7 640x480/60p VESA 480 640 43 60 31.47 59.94 0 5 0
8 720x480/60p 293M 480 720 16:9(5) - 60 3147 59.94 0 5 5
9 720x480/60i N10 480 720 16:9(5) 60 30 15.73 59.94 0 0 5
10 720x480/60i N10 480 720 16:9(L) 60 30 15.73 59.94 0 0 A7
11 720x480/60i N10 480 720 43 60 30 15.73 59.94 0 0 0
12 [1920x1080/48i(24sF)|  274M 1080 1920 16:9 - 24 26.97 47.95 5 D2 5
13 1920x1080/50i 274M 1080 1920 16:9 50 25 28.13 50:00 5 22 5
14 1920x1080/25p 274M 1080 1920 16:9 25 28.13 25.00 5 2 5
15 1280x720/50p 296M 720 1280 16:9 50 37.50 50.00 22 22 5
16 1280x720/25p 296M 720 1280 16:9 25 18.75 25.00 22 22 5
Output Signal Format Level/Connector OUTPUT CONTROL
G, B,R orY, Pb, Pr (selectable) 1-TTL/BNC On/off G/Y,B/Pb, R/Pr
Output Level (into 75 Q load) VD Output Polarity Inversion
0.7V p-p (G,B,R/Y, Pb, Pr) Level/Connector Ay
Output Impedance/Connector 1-TTL/BNC AMen;or.y Sehiﬁm% 5 patterns
3-75 Q/BNC OUTPUT PATTERNS utodwitchingatime
Tri-Level Sync Monoscope 2 sec.
Added to all G/Y, B/Pb, R/Pr 9,255 Step Gray Scale Switching Sequence
Inverse Gradation* 1 to 13 with start selected
Polarity reversible (negative image) Line Sweep POWER REQUIREMENTS
SYNC SIGNAL OUTPUT Cross Hatch 1,2 90 to 250 Vac, 50/60 Hz, 50 VA max
CS Output (Tri-Level) Character PHYSICAL
Conforms to BTA S-1005 Standards Dot Size (W x H x D)
Level (into 75 Q load) Circle

0.6V p-p

Output Impedance/Connector
1-75 Q/BNC

HD Output

Color Bar 100%, 75%

White Raster 100%

*Gradation pattern only in GBR
mode

103/16 X 19/16 X 71/4 in.

259 x 52 x 189 mm
Weight

4.6 1bs.,2.1 kg




